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Trommel Screen

Trommel Screen is generally 1~4 decks, the largest material can be screen out at the end of the
drum. During running, the drum screen rotating slowly and uniformly, little impacting and vibrating,
operating steady.
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1. Introduction

Trommel screen is composed of motor, reduction unit, cylindrical drum, screen frame and
sealing cover. Cylindrical drum screen is normally elevated at an angle at the feed end.

Classify
1. Functions: configured for classification, screening, grading
2. Type: open type, closed type
3. Classification: shaft rotary screen, shaftless rotary screen
4. Construction: carbon steel, stainless steel
5.Applications Scope: widely used in chemical, coal, construction, gold mine, plastic,quarr
y,recycling, metallurgy, mineral-selecting industries, etc.

2. Performance and Features
1.Smooth operation, low noise,low energy consumption
2.Simple structure, convenient maintenance

3.Trommel screen sieve can
be sealed designed, no dust
pollution

4.Special screen mesh design
high screening efficiency, longer
service life, less blockage
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3. Advanage
1.Steady and smooth operation.
2.Low noise and low energy consumption.

3.Simple structure with easy maintenance.

4 Suitable to separate various materials especially poor quality of coal and coal slime.

5.Equipment is fully sealed with cover in order to minimize the suspension of fine materials

in the air during the operation. Low dust pollution.

6.High screening efficiency due to installation of comb shape screen structure.

7.Cylindrical shape of the screen provides larger surface area for the materials to in contact

with. Able to handle large capacity of materials with high efficiency.

8.Long life span.
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4. Technical Parameters

Model Capacity Power Dis:::tr:er f::::: Dlsgillaerge Dimension(LxWxH)
(t/h)  (kw) (mm) (mm) (mm) (mm)
GTS1015 50 3 1000 1500 2600x1400x1700
GTS1020 100 4 1000 2000 - 3390x1400%x2140
GTS1225 160 5.5 1200 2500 4146x1600x2680
GTS1530 250 7.5 1500 3000 A 4460x1900%2820
GTS1545 350 11 1500 4500 5960x1900x3080
GTS1848 450 15 1800 4800 - 6500x2350x4000
GTS2055 600 22 2000 5500 7500x2550%x4800
GTS2265 800 30 2200 6500 8500x2750x5000
Notice:

1) Operating voltage is 380V, 50Hz.
2) Various specifications to meet different requirements and demands.

5. Sketch drawings

Feeding Inlet Screening Drum Driving Device Sealing Cover
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6. Application

Trommel screen sieve is applied to compost, chemical, coal, construction, gold mine, plastic,
recycling,metallurgy,mineral-selecting,agriculture etc.




- 289 YELLOW RIVER ROAD,
k ST A FRmFH LA AR S
HENAN PINGYUAN MINING MACHINERY CO., LTD XINXIANG CITY, HENAN PROVINCE
Tel: +86-373-5799198
Vibrating Screen Fax: +86-373-5071699

www.pkmachinery.com

Trommel Screen , ,
info@pkmachinery.com

7. Working Principles

When material flow towards along the inclined rotating drum,materials jump and roll , the
undersized material smaller than the screen apertures passes through the screen wire mesh, while
the oversized material passes out at the other end of the drum.
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8. Components
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